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Important Information
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Please observe local plumbing code.
Please read these instructions carefully to familiarize yourself with the required tools, materials, and
installation sequences. Follow the sections that pertain to your particular installation. This will help you avoid
costly mistakes. In addition to proper installation, read all operating and safety instructions.
All information is based on the latest product information available at the time of publication. Kohler Co.
reserves the right to make changes in product characteristics, packaging, or availability at any time without
notice.
These instructions contain important care, cleaning, and warranty information-please leave these
instructions to customers for future reference.
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Uncrate and inspect bath for damage. Leave all materials in carton prior to fixture construction to prevent
damage or component from missing.
Warranty does not cover damage to bath caused in transit or installation.
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Installation Requirements

B. Materials RequiredA. Tools Required
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Adjustable pipe wrench
Rule
Level
Safety shoes
Safety glasses
Square
Pliers
Utility knife
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Plumbers putty
Wall coverings, as necessary
Silicone sealant
Gypsum ciment (optional)
Construction adhesive (optional)
Protective covering for bathtub
Nails

Before You Begin

A. Subfloor Preparation

Check the flooring under the bath. Make sure the subfloor is level. It is strongly recommended to
prepare waterproof layer for the subfloor!
It is strongly recommended to construct bath base depending on the feet position of your
bath. The base height shall depend on the chosen drain.

Floor Drain

Bath Base
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Install Fixture and Accessories

A. Accessory Installation

Please install such accessorices (if any) as grip, drain, pillow or towel holder before bath installation. See
separate accessory installation instructions for accurate method.

Drain access must be installed near drain for future maintenance.Note:

B. Bath Set-In

NOTE: Apply a generous amount of fine construction mortar, or similar material, to the support feet and any
shims used. Set the bath into the installation. Make sure the unit is horizontally and vertically level, and is
resting on all support feet.

DRILLING:

NOTE:

CUTTING:

Small holes can be drilled with a twist drill, but the cutting edge MUST be backed off with an
oil stone (the sharp edge dulled). Large holes must be drilled with a hole saw. Maximum drill size-12mm.
Drill speeds-6mm x 1800 RPM-12 mm x 900 RPM.

Always drill from acrylic surface.

If for any reason the acrylic requires cutting, use a fine tooth hacksaw and proceed with caution.
Edges can be smoothed with a second-cut file and medium-fine sandpaper. If the surface of the acrylic should
happen to be damaged, it can be restored by polishing with an abrasive cleaner . Deep scratches can be
removed by rubbing with 600 grade wet & dry

Level

Note: Use adjustable feet (if any) to adjust the bath to level.

WARNING: Do not hang the bath by the rim. Bath rim is shown in the right figure.

1/16" (2mm) Gap Between
Bath Rim and Framing

Bath Rim
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C. Install the Plumbing

Note: Avoid damage to the bath bottom and floor as much as possible. Make waterproof treatment to all
outlet connections!

1). Install the faucet and fittings. Open the hot and cold water valves, and check the supply connections for leaks.
An access panel will simplify future maintenance.

2). Fill water into the bath and let it discharged to check the drain connections for leaks.
3). When the bath is securely positioned, connect the drain to the trap. See Fig. A. B.C.D

Note:

Complete Finished Wall

Complete decoration, such as sticking the tile or marble into place.
It is strongly recommended to use sealant that has been hardened under room temperature.

Finished tiled Wall

Brick or
Concrete Wall

Bath
Silicone Sealant

Cement Plaster

Finished Tiled Wall

Paste Mortar

Brick or Concrete Wall

Framing Construction
Bath

Silicone Sealant
Waterproof Layer

Waterproof Layer

Fig.#A

Connect Here

Silicone Sealant

Fig.#B

Connect Here

Connect Here
Fig.#C

Hose

Silicone Sealant

Fig.#D
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Clean-up After Installation

When cleaning up after installation, do not use abrasive cleansers as they may scratch and dull the surface. Use
warm water and liquid, non-abrasive detergent to clean the surface.

Stubborn stains, paint, or tar can be removed with mineral spirits. Do not use cleaners containing solvent. Plaster
can be removed by scraping with wood edge. Do not use metal scrapers, wire brushes, or other metal tools. One
of the powder type detergents may be used on a damp cloth to provide mild abrasive action to the residual plaster.

Cleaning and Care

Cleaning Acrylic Surfaces: Do not use abrasive cleansers on any acrylic surfaces, as they will scratch and dull
the surface. Wipe out the bath after each use to prevent a build-up of soap and scum.

If the acrylic surface becomes dull, an automotive type rubbing compound *may be used on the unit, followed
by an application of paste wax.

*We recommended:
Rubbing compound mequiars mirror glaze 28 metal polish (import product) or "green oil".
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